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Front panel wafer

.22230 E Key

12V DC Input

HDMI x 1/USB 3.2 Type A x 1

USB 3.2 Type Ax 2 LANXx 1

Fan Connector

UsB2.0x2/
UART wafer x 1

UP WCL Developer Board with Intel® Core™ processors (Series 3)

Features

Intel® Gore™ processors (Series 3)
Onboard LPDDR5 Memory, up to 24GB
Onboard UFS Storage, up to 256GB
2.5GbE x 1

HDMI 2.1 (TMDS) x 1

USB 3.2 (Type-A) x 3

12V DC-in, 5A
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HomI woon D USB3.2Gen2
System
Intel® Core™ 7 processor 350
Intel® Core™ 5 processor 320
Rlocessog Intel® Core™ 3 processor 304
(formerly Wildcat Lake)
Graphics Intel® Graphics
Memory Up to 24GB LPDDR5
Storage Up to 256GB UFS
10 HDMI 2.1 (TMDS) x 1
10 pin wafer (BIOS-selectable: 3.3V 12C x 2/PWM x 2/SPI x 2/GPIO x 8)
Camera —
USB 10-pin Header x 1 (USB 2.0 x 2 / UART x 1)
USB 3.2 Gen 2 (Type-A) x 3
Expansion M.2 2230 E-Key x 1 (CNVI2/ CNVI3, PCle Gen 4 [x1], USB 2.0)
Display Interface HDMI 2.1 (TMDS) x 1
Ethernet 2.5GbE, RJ-45x 1
Security TPM 2.0 support (fTPM)
RTC Yes
Windows® 11 LTSC
0S Support Ubuntu 24.04 LTS
Yocto 6.0
Power Requirement
Power 12V DC-in, 5A
Power Supply Type AT/ATX
Power Consumption (Typical) ' 30~36W
Mechanical
Di i 3.34” x 2.20” (85mm x 56mm)
Net Weight 0.331b (0.15Kg)
Gross Weight 0.44 1b (0.20Kg)
Environment
Operating Temperature -4°F ~ 140°F (-20°C ~ 60°C) / 0.7 airflow with active cooler
Operation Humidity 0% ~ 90% relative humidity, non-condensing
MTBF (Hours) 1,707,541
Certification CE/FCC Class A, RoHS Compliant, REACH
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Block Diagram
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LPDDRS5 x1
MAX 24GB
1R/2R 7467MT/s

PCIE
I RIS 2.5G H 122617 I_

UFS
UFS3.1 Geard
USB3.2 TYPE A _usu;:zz pl BIOS
- = 256Mb Flash ROM
HDMI2.1 TMDS DDI
TYPEA _ INTEL

Wildcat Lake

PCIE___USB2
M.2 2230 E-key
CNVI

Wafer USB2*2
Pitch 1.0mm 10Pin UART
USB2
ﬁ USB3.2 TYPE A
TCP
B2
Wafer 12C SPI PWM*2 Usﬁ USB3.2 TYPE A
Pitch 1.0mm 10Pin GPIO*8 uUsB3.2

Dimension Unit: mm

UP-BRKIT-A10-0001 (Optional):
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Ordering Information Optional Accessories

Operatin Conli ipti
Part Number CPU Memory Storage ‘.’r emp 9 g ALY Lescrpton
: RE-PS12V6A72W-KIT-001 Power adapter cable Kit. Phoneix contact to DC Barrel Jack 5.5x2.5mm Power cable
UP-WCL01-A10-350-16128  |Intel® Core™ 7 processor 350 16GB 128GB -20°C ~ 60°C | Active cooler and 12V6A Power adapter
UP-WCLO1-A10-320-08128 | Intel® Core™ 5 processor 320 8GB 12868 |-20°C~60°C | Active cooler EP-PS12VBA72WF) 12V 6A 72W Power Supply. Cable Length 1200mm DC Jack: 5.5x2.5mm Lock Type
N 17 Power Cable.Phoenix type to Lockable DC 5.5x2.5mm Jack. 200mm length.

UP-WCL01-A10-304-08128 |Intel® Core™ 3 processor 304 8GB 128GB -20°C ~60°C | Active cooler

EP-CBPC125V3PUS US Power Cord Plug 1800+30mm cable length

P-WCL01-A10-304-0864 | Intel® Core™ 4 B 4GB -20°C ~ 60°C | Actil I

UP-WCLO 0-304-086: ntel® Core™ 3 processor 30: 86 64G| 0°C ~ 60°C ctive cooler EP-CBPC25OVAPEU £U Power Cord Plug 1800+30mm cable length

EP-CBPC250V3PUK UK Power Cord Plug 1800+30mm cable length

9651210000 M.2 2230 WiFi 6E Kit, 802.11 ax/ac/a/b/g/n + BT,5.2,Intel. AX210,Embedded,

No vPro w/2 sets of cable and antenna

Packing List

¢ UP WCL with Active Cooler
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